ﬁ READ AND UNDERSTAND ALL INSTRUCTION, WARNING, AND DANGER LABELS. !ﬂ
PARA INSTRUCCIONES EN ESPANOL, REFIERASE AL MANUAL DEL OPERADOR. L,—J

@ A. Tighten star knobs
securing upper
and lower handles

>
FastStarT GuipE

. Push down

on the handle
adjustment lever
with your foot.

Premium Drive Control

=
X
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Blade Control
The handle height can be adjusted to one of two
positions. Push down on the handle adjustment
lever with your foot and place the handle into the
most comfortable operating position.

y

mulch plug.

A. To convert to side discharge, lift the @1

B. Slide two hooks of side discharge chute under
hinge pin on mulch plug assembly and position
hole in the chute over and onto the deck stud
located behind the discharge opening. Lower
mulch plug.

Pivot the handle
into operating
position. Be careful
not to crimp cables.

C. Secure the chute to the mowing deck by
threading wing knob included in the manual
bag onto the deck stud.

Adjustment
Lever

Deck
Note: Refer to your Operator’s Manual Stud
L for instructions on attaching the grass collector. )
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Pour the entire contents of the oil bottle (supplied)
into the oil fill. Check the oil level using the
dipstick. (Refer to the Engine Operator’s Manual)

I

>
FastSTART GUIDE

Qil Fill /
Dipstick Gas Fill

©®

\

Spark Plug Boot

Fill fuel tank with clean, fresh gasoline. Do not
fill above the base of fuel tank neck.
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Make sure the spark plug boot is connected to
the spark plug before attempting to start.

Firmly hold the starter rope handle. Pull the starter
rope handle slowly until resistance is felt, then pull
rapidly. If the engine does not start after repeated
attempts, go to Troubleshooting section in Engine
Operator’s Manual.
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